EVOSAFE-SERIES™
CHEST FREEZER TYPE HF400-86

Temperature range up to -86°C

Volume 405 liters

snijders ULTRA LOW TEMPERATURE FREEZER
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Internal dimensions (length x depth x height) 947 x 570 x 751 mm
External dimensions (length x depth x height) 1680 x 950 x 1098 mm
Minimal transport dimensions (doors, elevators, corners) 1680 x 830 x 1000 mm
Net weight 290 kg
Shipping details:
Transport weight 430 kg
Transport volume 2,5m?

Transport dimensions (packed) 1850 x 1000 x 1350 mm




EVOSAFE-SERIES™
ACCESSORIES INVENTORY SYSTEMS CHEST FREEZER TYPE HF400-86

Temperature range up to -86°C
Volume 405 liters
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ALUMINIUM RACK (with grip) for: 50mm/2” boxes and 75mm/3” boxes
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STAINLESS STEEL RACK (with grip) for: 50mm/2” and 75mm/3” boxes

2 5
(S
+ = <
4 3
S o 4 /\
C + (¢]
4\9/(0 ®‘S\/f® 60 +6®/, - @
\ >
article S 52 +®\§\ @6% S \ ~
VRS-13-53E 24 13 312 53 -t NG < =
> ~
VRS-9-76E 24 9 216 76 AN \% \,
~ -
\ S
y ‘:"' t. R A :.
-, ~ «,
g - N
S - -
\Q" tv/ S . >
\‘Q- \v/ N
Mo = \ SN \v
>, = N
N>, >
\> ‘>
OPTIONS

CO, BACK-UP SYSTEM
Back-up cooling system

Snijders Scientific b.v.
TEMPERATURE RECORDER www.snijders-scientific.com
7-days/24 hours midi chart recorder, incl. chart

paper, pen tip and battery Showroom and Testfacility Office and Production

NOVO Gebroeders Salastraat 40 Laurent Janssensstraat 105
Text-messenger to pre-programmed mobile 5048 AL Tilburg 5048 AR Tilburg
phones when controller gives an alarm The Netherlands The Netherlands

T +31 (0)13 463 36 00
F +31 (0)13 463 86 35
info@snijders-tilburg.nl

COMMUNICATION BY iFreeze

Three different ways to communicate with the
freezer.

1. Through USB-port

2. Via a local network (Ethernet) c € STEKK @

3. Via Internet/webpage TCP/IP address




